In this kit you will find the following:
1. Two Firewall grommets, for the rectangular firewall pass thru openings.
2. Misc. connectors and terminals to complete the Engine Compartment and Passenger Compartment
connections.
3. Four wrap around “J” style clamps, used to hold the engine harness.
Use these parts to complete the connections from the Main Dash Harness 510262 to the various components in the Engine Compartment and the Passenger Compartment (see Instructions 92969829).
The 1961 to 1966 Ford Truck has two rectangular holes, in the upper left-hand corner of the Firewall (as
viewed from inside the Passenger Compartment), that allow the forward lamp and engine wiring to pass
through, from the Passenger Compartment to the Engine Compartment. You will use these same two
holes and install the firewall grommets in the two rectangular holes, prior to passing the new wiring thru.
The clamps will be used to securely route the engine harness wires, up across the back of the firewall, in
the Engine Compartment, behind the engine. You may use your original bolts that secured the original
clamps, to attach the new clamps.
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In the box below, you will find the legend for the misc. terminals, plastic connector
bodies, and the main firewall grommets that will be used to complete your main power,
forward lighting, engine, and alternator connections. They are itemized and referred to
on this page just as they are on pages 9 and 10 of the Main instruction set (92969829).

B

(smaller 56 series single female terminal, 8 pcs.)

C

(large rubber sleeve, 4 pcs.)

D

(larger 59 series double female terminal, 3 pcs.)

U

(larger 59 series single female terminal,
5 pcs.)

V

(56 series double male terminal, 2 pcs.)

W

E

(56 series single female conn. with lock wedge,
1 pc.)

F

(56 series 2-way female connector, 2 pcs.)

H

(56 series 2-way male connector, 2 pcs.)

J

(56 series single male terminal, 4 pcs.)

K

(larger 56 series double female terminal, 4 pcs.)

N

(small ring terminal for smaller gauge wire, 6 pcs.)

P

(56 series single female conn. with notch,
2 pcs.)

R

(small rubber sleeve, 2 pcs.)

(small ring terminal for larger gauge wire,
6 pcs.)

Also included, but not
shown on pages 9 or 10:
(”J” style wrap around clamp, 4 pcs.)

(firewall grommet; for rectangular
hole, 2 pcs.)
(larger 58 series single female terminal,
3 pcs.)
(58 series single female connector, 2 pcs.)
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